Circulation Filters K series

APPLICATIONS: Agricultural activities, industrial activities

USAGE: Circulation filters K- series are used in water highly contaminated with inorganic
suspended solids and can be combined with other filtration systems (such as hydro-cyclones)
offering excellent results.

OPERATION: The water enters the inlet, passes through the circulation plate in the cartridge, is
filtered, and exits from the outlet. The circulation plate generates a spiraling motion in the flow of
the water on the surface of the screen, carrying away the suspended solids before are deposited
and lead them to the collection chamber. The collection chamber is located in the filter lid where
they are removed by opening the drain valve. It is also possible to use automation for the opening
of the drain valve when the differential pressure (DP) exceeds a predetermined unit. On models
bearing rotary brush, it is possible to increase the operating time of the filter, by using the brush
periodically.

INSTALLATION: The installation of the filter is done by following the direction of the flow arrow
on the filter body.

MAINTENANCE: The filter is cleaned manually, by disassembling the lid and removing the
cartridge. The cleaning of the cartridge should always be done when the DP is 0.5 bar greater than
the pressure difference while the cartridge is clean.

Materials

BODY: Steel S235JR (also available in stainless steel AISI 304 & 316, on request).

CARTRIDGE: u-PVC (DIN8061-8062) / stainless steel screen (AlSI 304) / perforated stainless steel
(for models 6”” and bigger).

GASKETS: EPDM

SURFACE TREATMENT: Chemical cleaning (pickling, phosphate) and electrostatic painting with
polyester powder (available epoxy coatings suitable for drinking water).

AVAILABLE SCREEN SIZES: 60 mesh/ 250um, 80 mesh/ 180 um, 120 mesh/ 125um, 140 mesh/
106 um, 170 mesh/ 90 um, other sizes upon request
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CODE
DESCRIPTION

CONNECTIONS
FILTRATION AREA (cmz)

FLOW (m’/h)

MAX PRESSURE (bar)

L

L1
H

w

WEIGHT (kg)

05-01-200 | 05-01-250 | 05-01-300 | 05-01-400 | 05-01-500 | 05-01-311
K 2" K2 %" K3” K 4" K 5” Ke”
TF, F, G TF, F, G TF, F, G TF, F, G F,G F,G
814 1184 1184 1554 2930 2930
11-31 12-35 12-40 20-70 80-120 80-120
8 8 8 8 10 10
529 626 616 569 862 856
470 500 500 620 750 750
402 464 482 739 568 586
240 240 240 290 287 287
19.1 226 23.0 33.0 52.2 56.6
05-01-600 | 05-01-601 | 05-01-801 | 05-05-201 | 05-05-251 | 05-05-301
K6”(750) | K6”(990) | K87(990) | K2”RBR | K2%“RBR | K3”RBR
F,G F,G F,G TF, F, G TF, F, G TF, F, G
4100 5350 5350 814 1184 1184
80-150 80-180 80-180 1131 1235 12-40
10 10 10 8 8 8
1007 1205 1241 573 662 645
930 930 930 470 500 500
684 815 772 541 598 624
287 287 340 201 201 201
67.0 77.0 82.9 17.0 20.6 21.0
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TM: Threaded male BSP
TF: Threaded Female BSP
F: Flanged, DIN 2567 PN10
G: Grooved upon request

| RBR: With rotated brush

i pressure command.

05-05-401 05-05-501 05-05-601 05-05-602 05-05-603 05-05-803
K o 7 o o o
K 4° RBR K5 RBR 6” (570) K 6” (750) K 6” (990) K 8 (990)
RBR RBR RBR RBR
TF, F, G F,G F, G F,G F, G F,G
1554 2930 2930 4100 5350 5350
20-70 80-120 80-120 80-150 80-180 80-180
8 10 10 10 10 10
620 750 750 930 930 930
678 902 912 1073 1249 1323
791 837 864 968 1085 1016
247 287 287 287 287 340
33.0 56.9 60.5 71.3 80.0 86.5
Also available with automatic cleaning (Auto-flush) system upon request*
*Auto-flush is used to rinse the containers and remove any accumulated dirt during operation when
is under pressure. It consists of a hydraulic valve (at rest closed), electromagnetic valve (pilot),
i programmer which opens the hydraulic valve at adjustable intervals or following a differential
-~ W—> W

K SERIES WITH ROTATING BRUSH (RBR)
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Part list 05-01-200

ITEM Qry PART NUMBER TITLE
1 1 02-00-100-03-000 Filter housing K2" flanged
2 1 02-02-006 Internal seal for 0-3"’, K-2-2 % “-3” and brush
3 1 02-14-000 Circulating plate for filters K 2"’-2 % “-3"
4 1 02-03-004 Filter cartridge K 2"
5 1 02-02-007 Lid seal for K-2"7-3”, SY-2"-4"
6 1 02-01-008 Lid for filter K-2-2 % “-3"" with T-closing system
7 1 02-10-002 Lid bridge small (reinforced)
8 1 02-10-100 Lid closing handle M20 x 100
9 1 02-04-106 Ball valve % " M-F
10 2 02-05-350 Beaded Plug T9 1/4 “ DIN EN 10242

05-01-200 Circulation filter series K 2" F
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Part list 05-01-250

PART NUMBER
02-00-105-03-000
02-02-006
02-14-000
02-03-005
02-02-007
02-01-008
02-10-002
02-10-100
02-04-106

02-05-350

TITLE
Filter housing K2 % " flanged

Internal seal for 0-3"’, K-2-2 % “-3”" and brush
Circulating plate for filters K 2"’-2 % “-3"
Filter cartridge K 2 %5"’-3"”

Lid seal for K-2’-3"", SY-2""-4"

Lid for filter K-2-2 % “-3"" with T-closing system
Lid bridge small (reinforced)

Lid closing handle M20 x 100
Ball valve % “ M-F

Beaded Plug T9 % “ DIN EN 10242

05-01-250 Circulation filter series K 24" F




Part list 05-01-300

ITEM Qry PART NUMBER TITLE
1 1 02-00-106-03-000 Filter housing K3 " flanged
2 1 02-02-006 Internal seal for 0-3"’, K-2’’-2 % “-3” and brush
3 1 02-14-000 Circulating plate for filters K 2"’-2 % “-3"
4 1 02-03-005 Filter cartridge K 2 14"’-3"”
5 1 02-02-007 Lid seal for K-2"7-3”, SY-2"-4"
6 1 02-01-008 Lid for filter K-2-2 % “-3"" with T-closing system
7 1 02-10-002 Lid bridge small (reinforced)
8 1 02-10-100 Lid closing handle M20 x 100
9 1 02-04-106 Ball valve % “ M-F
10 2 02-05-350 Beaded Plug T9 % “ DIN EN 10242

05-01-300 Circulation filter series K 3" F




Part list 05-01-400

ITEM Qry PART NUMBER TITLE
1 1 02-03-006 Filter housing K 4"
2 1 02-02-009 Internal seal for O, K-4" & brush, C-3"" double super, C-4”” double
3 1 02-14-001 Circulating plate for filters K-4"’
4 1 02-00-013 Filter cartridge O 4"- K 4"
5 1 02-02-008 Lid seal for 0-4”’, K-4” & brush, C-3”” double super, C-4”” double
6 1 02-01-007 Lid for O & K filter 4”” with T-closing system
7 1 02-10-001 Lid bridge big (reinforced)
8 1 02-10-100 Lid closing handle M20x100
9 1 02-04-002 Ball valve 1” F-F
10 2 02-05-350 Beaded Plug T9 1/4" DIN EN 10242

05-01-400 Circulation filter series K 4" F




Part list 05-01-500

ITEM Qry PART NUMBER

1 1 02-00-020
2 4 02-10-114
3 4 02-10-200
4 4 02-10-303
5 1 02-14-002
6 1 02-02-020
7 1 02-03-007
8 1 02-02-019
9 1 02-01-023
10 1 02-04-021
11 2 02-05-350

TITLE
Filter housing O, K, S 5", (L570), RBR

Bolt M16x100
Washer M 16
Nut M16
Circulating plate for filters K-5"", K-6"
Internal seal for 0-6", K-5”’, K-6" & brush, S-6", SY-6", C-6"
Filter cartridge K 5"-6" (L563)
Lid seal for O, K-5"-6", K-6" RBR, S-5"-6".C-6", SY-6"
Lid for filter K, O, S-5"-6" with bolt closing system
Gate valve 2"

Beaded Plug T9 1/4" DIN EN 10242

—

05-01-500 Circulation filter series K 5" F




Part list 05-01-311

ITEM Qry PART NUMBER TITLE
1 1 02-00-021 Filter housing O, K, S 6"’ (L570)
2 4 02-10-114 Bolt M16 x 100
3 4 02-10-200 Washer M 16
4 4 02-10-303 Nut M16
5 1 02-02-020 Internal seal for O-6" and brush, S-6"’, SY-6"’, C-6"
6 1 000004-002 Circulating plate for filters K-6"
7 1 02-03-007 Filter cartridge K 5-6”’ (L563) inox
8 1 02-02-019 Lid seal for O, K-5-6"’, K-6" RBR, S-5-6"", C-6", SY-6"’
9 1 02-01-023 Lid for filter K, O, S-5-6"" with bold closing system
10 1 02-04-021 Gate valve 2”
11 2 02-05-350 Beaded Plug T9 1/4" DIN EN 10242

05-01-311 Circulation filter series K 6" F




Part list 05-01-600

ITEM Qry PART NUMBER TITLE
1 1 02-00-015 Filter housing O, K, S 6’ Super (L 750)
2 4 02-10-114 Bolt M16 x 100
3 4 02-10-200 Washer M 16
4 4 02-10-303 Nut M 16
5 1 02-02-020 Internal seal for 06", K-6"" & brush, S-6", SY-6"’, C-6"
6 1 02-14-002 Circulating plate for filters K-6"
7 1 02-03-037 Filter cartridge K 6” Super (L743) inox
8 1 02-02-019 Lid seal for O, K-5""-6", K-6"" RBR, S-5”, C-6", SY-6"’
9 1 02-01-023 Lid for filter K, O, S-5”7-6" with bolt closing system
10 1 02-04-021 Gate valve 2”
11 2 02-05-350 Beaded Plug T9 % “ DIN EN 10242

05-01-600 Circulation filter series K 6" Super (750) F




ITEM

10

11

Qry

Part list 05-01-601

PART NUMBER
02-00-017
02-10-114
02-10-200
02-10-303
02-02-020
02-14-002
02-03-041
02-02-019
02-01-023
02-04-021

02-05-350

TITLE
Filter housing O, K, S 6’ (L990)
Bolt M16 x 100
Washer M 16
Nut M 16
Internal seal for 06", K-6"" & brush, S-6"’, SY-6"’, C-6"
Circulating plate for filters K-6"
Filter cartridge K 6” (L990), K 8" inox
Lid seal for O, K-5""-6", K-6"" RBR, S-5”, C-6", SY-6"’
Lid for filter K, O, S-5”7-6" with bolt closing system
Gate valve 2”

Beaded Plug T9 % “ DIN EN 10242

05-01-601 Circulation filter series K 6" (990) F




Part list 05-01-801

ITEM Qry PART NUMBER TITLE
1 1 02-00-022 Filter housing K, O 8’ (L990)
2 4 02-10-114 Bolt M16 x 100
3 4 02-10-200 Washer M 16
4 4 02-10-303 Nut M16
5 1 02-02-020 Internal seal for 06”, K-6" & brush, S-6”, SY-6"’, C-6”
6 1 02-14-002 Circulating plate for filters K 6
7 1 02-03-041 Filter cartridge K 6” (L990), K 8" inox
8 1 02-02-019 Lid seal for O, K-5"-6", K-6" RBR, S-5"-6", C-6", SY-6""
9 1 02-01-023 Lid for filter K, O, S-5””-6" with bolt closing system
10 1 02-04-021 Gate valve 2"
11 2 02-05-350 Beaded Plug T9 % “ DIN EN 10242

/®\

05-01-801 Circulation filter series K 8" (990) F




Part list 05-05-201

ITEM Qry PART NUMBER TITLE
1 1 02-00-102-03-000 Filter housing K 2”" RB flanged
2 3 02-10-119 Bolt M12 x 80 DIN 931
3 3 02-10-250 Washer DIN 125 M12
4 3 02-10-306 NUT M12 DIN934
5 1 02-02-006 Internal seal for O-3"’, K 2”’- 2 %- 3”” and brush
6 1 02-14-000 Circulating plate for filters K 2"’-2 % “-3"”
7 1 02-03-004 Filter cartridge K 2"
8 1 02-13-004 Rotating brush shaft for filters K 2"
9 1 02-08-101 Brush support for filters K 2"
10 1 02-13-007 Rotating brush for filters K 2"’
11 2 02-10-111 Screw DIN 913- M6 x 6
12 2 02-13-042 Spring cotter pin 2.5 x 54 inox for K RBR
13 1 02-02-024 Lid seal for 0 2-3”” & K 2-2 % -3"" brush & S 2-3” bolt closing system
14 1 02-01-060 Lid for filter K, O 2-2 %, 3"” brush with bolt closing system
15 1 02-05-826 Tee 1” x 1" x % “ galvanized
16 1 02-13-011 Brass bushing (K 2-4"” RBR)
17 1 02-02-017 Conical seal
18 1 02-10-125 Bolt DIN 933- M6 x 10 inox
19 1 02-13-012 Brass nut for K 2-4”” RBR
20 1 02-13-014 Rotating brush handle for filters K 2-2 % -3-4”
21 1 02-04-007 Ball valve 1”7 M-F
22 2 02-05-350 Beaded plug T9 % “ DIN EN 10242

05-05-201 Circulation filter series K 2" RBR F




Part list 05-05-251

ITEM Qry PART NUMBER TITLE
1 1 02-00-104-03-000 Filter housing K 2 5’” RB flanged
2 3 02-10-119 Bolt M12 x 80 DIN 931
3 3 02-10-250 Washer DIN 125 M12
4 3 02-10-306 NUT M12 DIN934
5 1 02-02-006 Internal seal for 0-3"’, K 2”’- 2 %- 3”” and brush
6 1 02-14-000 Circulating plate for filters K 2"’-2 % “-3"”
7 1 02-03-005 Filter cartridge K 2 % -3
8 1 02-13-005 Rotating brush shaft for filters K 2 % -3”’
9 1 02-08-102 Brush support for filters K% -3”
10 1 02-13-008 Rotating brush for filters K % -3"
11 2 02-13-042 Spring cotter pin 2.5 x 54 inox for K RBR
12 2 02-10-111 Screw DIN 913- M6 x 6
13 1 02-02-024 Lid seal for 0 2-3”” & K 2-2 % -3"" brush & S 2-3” bolt closing system
14 1 02-01-060 Lid for filter K, O 2-2 %, 3" brush with bolt closing system
15 1 02-05-826 Tee 1” x 1" x % “ galvanized
16 1 02-13-011 Brass bushing (K 2-4’” RBR)
17 1 02-02-017 Conical seal
18 1 02-13-012 Brass nut for K 2-4’” RBR
19 1 02-10-125 Bolt DIN 933- M6 x 10 inox
20 1 02-13-014 Rotating brush handle for filters K 2-2 % -3-4"
21 2 02-04-007 Ball valve 1”7 M-F
22 2 02-05-350 Beaded Plug T9 % “ DIN EN 10242

05-05-251 Circulation filter series K 22" RBR F
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PART NUMBER
02-00-107-03-000
02-10-119
02-10-250
02-10-306
02-02-006
02-14-000
02-03-005
02-13-005
02-08-102
02-13-008
02-13-042
02-10-111
02-02-024
02-01-060
02-05-826
02-13-011
02-02-017
02-13-012
02-10-125
02-13-014
02-04-007
02-05-350

Part list 05-05-301

TITLE
Filter housing K, S3” F
Bolt M12 x 80 DIN 931
Washer DIN 125 M12
NUT M12 DIN934
Internal seal for 0-3"’, K 2”’- 2 %- 3”” and brush
Circulating plate for filters K 2"’-2 % “-3"
Filter cartridge K 2 % -3"

Rotating brush shaft for filters K 2 % -3”’
Brush support for filters K% -3”
Rotating brush for filters K % -3”’

Spring cotter pin 2.5 x 54 inox for K RBR

Screw DIN 913- M6 x 6

Lid seal for 0 2-3”” & K 2-2 % -3"" brush & S 2-3” bolt closing system
Lid for filter K, O 2-2 %, 3" brush with bolt closing system
Tee 1” x 1" x % “ galvanized
Brass bushing (K 2-4’” RBR)
Conical seal

Brass nut for K 2-4’” RBR

Bolt DIN 933- M6 x 10 inox
Rotating brush handle for filters K 2-2 % -3-4”
Ball valve 1” M-F
Beaded Plug T9 % “ DIN EN 10242

05-05-301 Circulation filter series K 3" RBR F
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Part list 05-05-401

PART NUMBER TITLE

02-00-104-03-000 Filter housing K, S4” F
02-10-119 Bolt M12 x 80 DIN 931
02-10-250 Washer DIN 125 M12
02-10-306 NUT M12 DIN934
02-02-009 Internal seal for O, K 4”’and brush, C 3" double super, C 4" double
02-14-001 Circulating plate for filters K 4"
02-03-006 Filter cartridge K 4"
02-13-006 Rotating brush shaft for filters K 4"
02-08-103 Brush support for filters K 4”
02-13-009 Rotating brush for filters K 4”’
02-13-042 Spring cotter pin 2.5 x 54 inox for K RBR
02-10-111 Screw DIN 913- M6 x 6
02-02-008 Lid seal K, O 4”’and brush, C 3” double super, C 4” double
02-01-012 Lid for filter O, K, S 4”” brush with bolt closing system
02-05-826 Tee 1” x 1" x % “ galvanized
02-13-011 Brass bushing (K 2-4"” RBR)
02-02-017 Conical seal
02-13-012 Brass nut for K 2-4”” RBR
02-10-125 Bolt DIN 933- M6 x 10 inox
02-13-014 Rotating brush handle for filters K 2-2 % -3-4"
02-04-007 Ball valve 1” M-F
02-05-350 Beaded Plug T9 % “ DIN EN 10242
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05-05-401 Circulation filter series K 4" RBR F




Part list 05-05-501

ITEM Qry PART NUMBER TITLE
1 1 02-00-020 Filter housing O, K, S 5”” (L 570), RBR
2 4 02-10-114 Bolt M16 x 100
3 4 02-10-200 Washer M 16
4 4 02-10-303 Nut M16
5 1 02-02-020 Internal seal for O, K 5”, 6”’and brush, S, SY, C 6”
6 1 02-14-002 Circulating plate fir filters K 5", 6”
7 1 02-03-007 Filter cartridge K 5-6”’(L563) inox
8 1 02-13-030 Rotating brush shaft K 5-6"" (L 570)
9 2 02-08-104 Brush support for filters K 5-6" (L 570)
10 2 02-13-008 Rotating brush for filters K 2 % -3”
11 2 02-13-042 Spring cotter pin 2.5 x 54 inox for K RBR
12 4 02-10-111 Screw DIN 913 M6 x 6
13 1 02-02-019 Lid seal K, 0 5-6”” k 6" RBR, S 5-6”’, C, SY 6"’
14 1 02-01-023 Lid for filter O, K, S 5-6"’ brush with bolt closing system
15 1 02-05-188 Tee 2” galvanized
16 1 02-05-130 Reducing socket galvanized 2" x %
17 1 02-13-040 Brass bushing for K 5", 6" RBR
18 1 02-02-079 O-ring 14 x 2.65 mm
19 1 02-13-039 Brass nut for K 5"/, 6’ RBR
20 1 02-10-125 Bolt DIN 933- M6 x 10 inox
21 1 02-13-029 Rotating brush handle for filters K 5-6"
22 1 02-05-153 Nipple 2"’ galvanized
23 1 02-04-037 Ball valve 2” TF-TF
24 2 02-05-350 Beaded Plug T9 % “ DIN EN 10242

05-05-501 Circulation filter series K 5" RBR F
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Part list 05-05-601

PART NUMBER TITLE
02-00-021 Filter housing O, K, S 6"’ (L 570)
02-10-114 Bolt M16 x 100
02-10-200 Washer M 16
02-10-303 Nut M16
02-02-020 Internal seal for O, K 6”’and brush, S, SY, C 6”
02-14-002 Circulating plate fir filters K 6”
02-03-007 Filter cartridge K 5-6”’(L563) inox
02-02-019 Lid seal K, O 5-6”” k 6" RBR, S 5-6”’, C, SY 6"’
02-13-030 Rotating brush shaft K 5-6”” (L 570)
02-13-008 Rotating brush for filters K 2 %5 -3
02-08-104 Brush support for filters K 5-6" (L 570)
02-10-111 Screw DIN 913 M6 x 6
02-13-042 Spring cotter pin 2.5 x 54 inox for K RBR
02-01-023 Lid for filter O, K, S 5-6"’ brush with bolt closing system
02-05-188 Tee 2” galvanized
02-05-130 Reducing socket galvanized 2" x %
02-13-040 Brass bushing for K 6”” RBR
02-02-079 O-ring 14 x 2.65 mm
02-13-039 Brass nut for K 6" RBR
02-10-125 Bolt DIN 933- M6 x 10 inox
02-13-029 Rotating brush handle for filters K 5-6"
02-05-153 Nipple 2"’ galvanized
02-04-037 Ball valve 2” TF-TF
02-05-350 Beaded Plug T9 % “ DIN EN 10242

AT

05-05-601 Circulation filter series K 6" (570) RBR F




Part list 05-05-602

ITEM Qry PART NUMBER TITLE
1 1 02-00-015 Filter housing O, K, S 6"’ (L 750)
2 4 02-10-114 Bolt M16 x 100
3 4 02-10-200 Washer M 16
4 4 02-10-303 Nut M16
5 1 02-02-020 Internal seal for O, K 6”’and brush, S, SY, C 6”
6 1 02-14-002 Circulating plate fir filters K 6”
7 1 02-03-037 Filter cartridge K 6”’ (L743) inox
8 1 02-13-032 Rotating brush shaft K 6" (L 990)
9 2 02-08-105 Brush support for filters K 6" (L 750, L 990)
10 2 02-13-009 Rotating brush for filters K 4"’
11 2 02-13-042 Spring cotter pin 2.5 x 54 inox for K RBR
12 4 02-10-111 Screw DIN 913 M6 x 6
13 1 02-02-019 Lid seal K, O 5-6" k 6" RBR, S 5-6”, C, SY 6"’
14 1 02-01-023 Lid for filter O, K, S 5-6"’ brush with bolt closing system
15 1 02-13-040 Brass bushing for K 6”” RBR
16 1 02-05-130 Reducing socket galvanized 2" x %
16 1 02-02-079 O-ring 14 x 2.65 mm
17 1 02-13-039 Brass nut for K 6" RBR
18 1 02-10-125 Bolt DIN 933- M6 x 10 inox
19 1 02-05-188 Tee 2” galvanized
21 1 02-13-009 Rotating brush handle for filters K 4"’
22 1 02-05-153 Nipple 2"’ galvanized
23 1 02-04-037 Ball valve 2" TF-TF
24 2 02-05-350 Beaded Plug T9 % “ DIN EN 10242

§

05-05-602 Circulation filter series K 6" Super (750) RBR F




Part list 05-05-603

ITEM Qry PART NUMBER TITLE
1 1 02-00-017 Filter housing O, K, S 6"’ (L 990)
2 4 02-10-114 Bolt M16 x 100
3 4 02-10-200 Washer M 16
4 4 02-10-303 Nut M16
5 1 02-02-020 Internal seal for O, K 6’’and brush, S, SY, C 6”
6 1 02-14-002 Circulating plate fir filters K 6”
7 1 02-03-041 Filter cartridge K 6 (L990)- 8" inox
8 1 02-13-032 Rotating brush shaft K 6" (L 990)
9 3 02-08-105 Brush support for filters K 6" (L 750, L 990)
10 3 02-13-009 Rotating brush for filters K 4"’
11 6 02-10-111 Screw DIN 913 M6 x 6
12 2 02-13-042 Spring cotter pin 2.5 x 54 inox for K RBR
13 1 02-02-019 Lid seal K, 0 5-6”” k 6" RBR, S 5-6”’, C, SY 6"’
14 1 02-01-023 Lid for filter O, K, S 5-6"’ brush with bolt closing system
15 1 02-05-188 Tee 2” galvanized
16 1 02-05-130 Reducing socket galvanized 2" x % “
17 1 02-13-040 Brass bushing for K 6”” RBR
18 1 02-02-079 O-ring 14 x 2.65 mm
19 1 02-13-039 Brass nut for K 6" RBR
20 1 02-10-125 Bolt DIN 933- M6 x 10 inox
21 1 02-13-029 Rotating brush handle for filters K 5-6"
22 1 02-05-153 Nipple 2"’ galvanized
23 1 02-04-037 Ball valve 2" TF-TF
24 2 02-05-350 Beaded Plug T9 % “ DIN EN 10242
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05-05-603 Circulation filter series K 6" (990) RBR F




Part list 05-05-803

ITEM Qry PART NUMBER TITLE
1 1 02-00-022 Filter housing O, K 8" (L 990)
2 4 02-10-114 Bolt M16 x 100
3 4 02-10-200 Washer M 16
4 4 02-10-303 Nut M16
5 1 02-02-020 Internal seal for O, K 6”’and brush, S, SY, C 6”
6 1 02-14-002 Circulating plate fir filters K 6”
7 1 02-03-041 Filter cartridge K 6 (L990)- 8" inox
8 1 02-13-032 Rotating brush shaft K 6" (L 990)
9 3 02-08-105 Brush support for filters K 6" (L 750, L 990)
10 3 02-13-009 Rotating brush for filters K 4"’
11 6 02-10-111 Screw DIN 913 M6 x 6
12 2 02-13-042 Spring cotter pin 2.5 x 54 inox for K RBR
13 1 02-02-019 Lid seal K, O 5-6"" k 6" RBR, S 5-6”, C, SY 6"’
14 1 02-01-023 Lid for filter K, O, S 5-6"" with bolt closing system
15 1 02-05-188 Tee 2” galvanized
16 1 02-13-040 Brass bushing for K 6”” RBR
17 1 02-02-079 O-ring 14 x 2.65 mm
18 1 02-13-039 Brass nut for K 6" RBR
19 1 02-10-125 Bolt DIN 933- M6 x 10 inox
20 1 02-13-029 Rotating brush handle for filters K 5-6"
21 1 02-05-130 Reducing socket galvanized 2" x %
22 1 02-05-153 Nipple 2"’ galvanized
23 1 02-04-037 Ball valve 2”” TF-TF
24 2 02-05-350 Beaded Plug T9 % “ DIN EN 10242

05-05-803 Circulation filter series K 8" (990) RBR F
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